
*Should be installed with the text facing up
**Button sequence is indicated on the Aesteem housing

Fix the frame to wall or junction box using 2 screws 
*use holes on vertical axis
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Anodic Bronze 44
Anodic Brown 45

Textured White RAL9016 13
Textured Black RAL9005 14

Color Code

8T 24V Push Button

Aesteem Ae
Product Code

Module 
38
G8

Code

PRODUCT

EXAMPLE CODE Ae3844: Aesteem 8T 24V Push Button - Anodic Brown 

MODULE 
(MAX 1 MODULE)

COLOR

A e 38 4 4

Installation

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
++32(0)56481598

X = device depth = 40mm

Y = minimum wall box depth = 45mm

8T 24V Push Button & RGB Orientation Lighting
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Front view Aesteem 8T Rear view Aesteem 8T
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Switch connector

Color settings 

Use screwdriver to select the desired color
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Color Code

Orientation Lighting
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Wire in following order :
     Wire 1
     Wire 2

Maximum Switching Capacity 1 A
Power Supply LEDs 24 V ± 10%
Power Consumption LEDs 4W

Number of potential free push buttons 8
Current Rating 24 V

Technical Specifications Value

Recessed wall box installation
Pressing down on the top buttons reveal a release hole at the bottom, 
using an electrical flat head screwdriver the cover can be removed. (2x)
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Hole dia 68mm

OR

When multiple modules are installed next to one 
other, the center distance of 90mm should be 
respected in order for a correct allignment.

90 mm

1 2

When snapped in place, please do check 
alignment of the cover. Any unallied corner 
is to be pushed in place.

CLICK
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Place the coverplate onto the frame by first 
allying the snaps on the horizontal axis and then 
folding it closed. 
*a distinct clipping sound will be heard when snapped in place
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