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Finition Ref.

Brushed Stainless Steel AR7190001

Brushed Brass AR7190006

Black AR7190018

arpi Aqua Seal

Brushed Stainless Steel Brushed Brass06 Black18

Screw lid 

Empty Floor Outlets
IP64

IP66
Brushed 

Stainless Steel
Brushed

Brass
Polished 

Stainless Steel
Polished

Brass
Stainless Steel

Beach
Black Bronze

AR7150001 AR7150006 AR7350022 AR7350023 AR7150011 AR7150018 AR7150017 

Brushed 
Stainless Steel

Brushed
Brass

Polished 
Stainless Steel

Polished
Brass

AR6150001 AR6150006 AR6350022 AR6350023

Installation box included.
IP64 Legrand Mosaic Module not included.

Installation box included.
IP66 Legrand Mosaic Module not included.

IP64
Brushed Stainless 

Steel
Brushed 

Brass
Polished Stainless

Steel
Polished

Brass

AR6145201 AR6145206 AR6345222 AR6345223

Standard Lid

Safety Lid 
Allen Key

IP66
Brushed 

Stainless Steel
Brushed

Brass
Polished 

Stainless Steel
Polished

Brass
Stainless Steel

Beach
Black Bronze

AR7145201 AR7145206 AR7345222 AR7345223 AR7145211 AR7145218 AR7145217

Brushed 
Stainless Steel

Brushed
Brass

Polished 
Stainless Steel

Polished
Brass

Stainless Steel
Beach

Black Bronze

AR71452S01 AR71452S06 AR73452S22 AR73452S23 AR71452S11 AR71452S18 AR71452S17 

Installatieset 
IP64

AR61000

Installation set  
IP66

AR71000

For installation manual please check www.lithoss.com

Installation set (empty box IP64 with rubber seal and installation plate).

Installation set (empty box IP66, screws and installation plate).

Safety Lid 
Allen Key

Standard Lid

Installation set  
IP66 Round

AR72000

Brushed 
Stainless Steel

Brushed
Brass

Polished 
Stainless Steel

Polished
Brass

Stainless Steel
Beach

Black Bronze

AR7250001 AR7250006 AR7250022 AR7250023 AR7250011 AR7250018 AR7250017

arpi
round

adjust the first 
two numbers 

in the code 
->AR72Brushed Stainless 

Steel
Brushed 

Brass
Polished Stainless

Steel
Polished

Brass

AR61452S01 AR61452S06 AR63452S22 AR63452S23

   

74

60

Floor outlets are sold separately.
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ARPI AQUA SEAL

COLOR

A R 1 9 0 0 X X7

Stainless Steel 01

Color Code

Brushed Brass 06

Installation steps
Name

Ref

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
+32(0)56481598

1 2 3

4 5

60

74

1x Oring included 
in AQUA SEAL

1x Oring included 
in ARPI socket disc

IP66
IP20

INTERIOR USE ONLY, in wet �oor cleaning applications

INTERIOR USE ONLY, 
in wet �oor cleaning applications

6

(1x Oring included 
in AQUA SEAL)

use coin gently

use coin gently

only use straight (non-angled) plugs

towards electrical device
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1x Oring included 
in AQUA SEAL

1x Oring included 
in ARPI socket disc

IP66
IP20

INTERIOR USE ONLY, in wet �oor cleaning applications

INTERIOR USE ONLY, 
in wet �oor cleaning applications

6

(1x Oring included 
in AQUA SEAL)

use coin gently

use coin gently

only use straight (non-angled) plugs

towards electrical device
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IP66
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INTERIOR USE ONLY, 
in wet �oor cleaning applications
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ARPI AQUA SEAL

COLOR

A R 1 9 0 0 X X7

Stainless Steel 01

Color Code

Brushed Brass 06

Installation steps
Name

Ref
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1 2 3
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1x Oring included 
in AQUA SEAL

1x Oring included 
in ARPI socket disc

IP66
IP20

INTERIOR USE ONLY, in wet �oor cleaning applications

INTERIOR USE ONLY, 
in wet �oor cleaning applications
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use coin gently

use coin gently
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ARPI AQUA SEAL

COLOR

A R 1 9 0 0 X X7

Stainless Steel 01

Color Code

Brushed Brass 06

Installation steps
Name

Ref

CUSTOMER SERVICE
info@lithoss.com
www.lithoss.com
+32(0)56481598

1 2 3

4 5

60

74

1x Oring included 
in AQUA SEAL

1x Oring included 
in ARPI socket disc

IP66
IP20

INTERIOR USE ONLY, in wet �oor cleaning applications

INTERIOR USE ONLY, 
in wet �oor cleaning applications

6

(1x Oring included 
in AQUA SEAL)

use coin gently

use coin gently

only use straight (non-angled) plugs

towards electrical device

INTERIOR USE ONLY, in wet floor cleaning applications
when plug remains fitted into ARPI socket.
*Not available for Arpi Round

1 x joint inclus
dans le Aqua Seal 

utiliser seulement des fiches 
droite (sans angle)

arpi
tail round
adjust the first 
two numbers 

in the code
->AR42

arpi
tail square
adjust the first 
two numbers 

in the code
->AR41

100

69

100

81

100

69

100

81

81

Installation depth 
78mm

A

(3x16)
(3x16)

(3x20)

(3x20)

05

02

01

03

04

06

07

01

09

10

07

66 mm

150 mm

150 mm

B

05

04

(3x20)
(3x20)

03
111 mm02

(3x16)
(3x16)

06

08

150 mm

150 mm

66 mm

01

02
95mm

03

04

07

C

(3x16)

06

05

(3x16)

03

D

01

04

95mm
02

(3x12) (3x12)

(3x16)
(3x16)

06

05

07

07

04

01

E

2mm

95mm

4mm

02

Ø 109mm

(3x16)
(3x16)

06

05

03

(3x12)(3x12)

C

D

E 95mm

50mm

130mm

95mm

B

A

Ø 111mm

Ø 111mm

111x(111)1x
111x2602x
111x3903x
.......x..........x

130mm130mm

100

69

100

81

100

69

100

81
- Installation box included.
- Installation box is different from IP64 / IP66 with screw lid.
- Installation in all types of floors.

The different installlation scenarios can be found on the Arpi Tail installation sheet.TAIL IP64

INTERIOR USE ONLY, in wet floor cleaning applications
when plug remains fitted into ARPI socket.
*Not available for Arpi Round

1x o-ring included in the Aqua Seal

only use straight (non-angled) plugs 

use a coin gently

1x o-ring included in ARPI coverplate 

Floorsockets

DESIGNED PURENESS



Lithoss nv/sa
Moortelmeers 23
B-8740 Pittem
info@lithoss.com / www.lithoss.com
T. +32 (0)56 48 15 98

IP64

Brushed
Stainless Steel

Brushed
Brass

Polished 
 Stainless Steel

Polished 
Brass

FR/BE + USB-C AR6164501 AR6164506 AR6364522 AR6364523

Schuko + USB-C AR6164601 AR6164606 AR6364622 AR6364623

FR/BE AR6161301 AR6161306 AR6361322 AR6361323

SCHUKO AR6161401 AR6161406 AR6361422 AR6361423

Network

2x RJ45 UTP cat 6 AR6162601 AR6162606 AR6362622 AR6362623

Audio/video

1x Haut-parleur AR6161901 AR6161906 AR6361922 AR6361923

2x Haut-parleur AR6162901 AR6162906 AR6362922 AR6362923

Radio - TV AR6165901 AR6165906 AR6365922 AR6365923

HDMI AR6164001 AR6164006 AR6364022 AR6364023

USB charger

USB A+C AR6164301 AR6164306 AR6364322 AR6364323

USB C+C AR6164401 AR6164406 AR6364422 AR6364423

Sockets

55

97 97

General description
The ARPI outlet IP64 which exists more than 30 years does no longer 
need to prove its robustness (IK10 Certificated) and its watertightness 
(IP64Certificated) for your installation in concrete screed. Available 
finishes: Stainless steel or brass

Technical specifications
Indoor use
Different modules available
Compatible with Legrand Mosaic
Concrete screed (only indoor installation), polished concrete,
tiles or parquet glued

Approval
CE 	 Conform
RoHS 	 RoHS compatible
IP	 64
IK	 10

Installation box included. IP66
Outdoor or indoor installation
IP66 / IK10
All types of floor (concrete screed or hollowed-out)
Flush or raised installation
Join plastic box (system tenon mortise)

General description
The ARPI outlet IP66 (stainless steel or brass) supplies underfloor 
currents or data thanks to its robustness (IK10 Certified) and its
watertightness (IP66 Certified). 
The ARPI floor outlets can easily be placed outside 
(only stainless steel) or indoor on all types of floor 
(concrete screed or hollowed-out). You can choose between flush or 
raised installation.

Technical specifications
Stainless Steel: indoor and outdoor use. Brass, Black, Bronze and
Gunpowder black: indoor use only
Compatible with several Legrand Mosaic modules.
Concrete screed or hollowed-out (outdoor and indoor),polished 
concrete, tiles or parquet glued.
 
Approval
CE 	 Conform
RoHS 	 RoHS compatible
IP 	 66
IK 	 10

Installation box included.

2

65

100 100

Black Bronze

AR7164518 AR7164517

AR7164618 AR7164617

AR7161318 AR7161317

AR7161418 AR7161417

AR7162618 AR7162617

AR7161918 AR7161917

AR7162918 AR7162917

AR7165918 AR7165917

AR7164018 AR7164017

AR7164318 AR7164317

AR7164418 AR7164417

Level support General description
This new tool helps you install your ARPI IP66 at 
the right height and level with the ground.

Technical specifications
Indoor use
Adjustable on two levels
Height between 140mm and 280mm
Compatible with ARPI IP66

Your ideal 
configuration

More info: 

Demo Level 
support: 

Polished Brass23

Polished Stainless Steel22

Black18

Bronze17

Brushed Brass06

Stainless Steel Beach11Brushed Stainless Steel01

Textures 
& colours

Indoor installation only.
IP64 / IK10
Installation in concrete screed. 
Flush installation. 
Join plastic box (system tenon mortise)

Brushed
Stainless Steel

Brushed
Brass

Polished 
 Stainless Steel

Polished 
Brass

Stainless steel
Beach

AR7164501 AR7164506 AR7364522 AR7364523 AR7164511

AR7164601 AR7164606 AR7364622 AR7364623 AR7164611

AR7161301 AR7161306 AR7361322 AR7361323 AR7161311

AR7161401 AR7161406 AR7361422 AR7361423 AR7161411

AR7162601 AR7162606 AR7362622 AR7362623 AR7162611

AR7161901 AR7161906 AR7361922 AR7361923 AR7161911

AR7162901 AR7162906 AR7362922 AR7362923 AR7162911

AR7165901 AR7165906 AR7365922 AR7365923 AR7165911

AR7164001 AR7164006 AR7364022 AR7364023 AR7164011

AR7164301 AR7164306 AR7364322 AR7364323 AR7164311

AR7164401 AR7164406 AR7364422 AR7364423 AR7164411

arpi
round

adjust the first 
two numbers 

in the code 
->AR72


