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RECESSED WALL BOX INSTALLATION PLACE COVERPLATE INTO FRAMEFIX FRAME TO WALL OR JUNCTION BOX
WITH 2 SCREWS (USE HOLES ON VERTICAL AXIS)
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*2mm for Select, 0mm for Squares

29

Nickel 09

Textured White RAL9010 13

Tin Antique 19

Textured Black 14

Bronze Antique 17

Stainless Steel 01

Color Code

Gunpowder Black 03

Brushed Brass 06

Chrome 08

Matt White RAL9010 02

Select Ni

Product Code

Square Sq

DALI Integrated Switch 1T

Module 

DALI Integrated Switch 2T

V1

Code

V2

DALI Integrated Switch 3T V3

DALI Integrated Switch 4T V4

Circum Select** CN

Circum Square** CS

PRODUCT

EXAMPLE CODE NIV109: Select 1T DALI Integrated Nickel

MODULE (MAX 4 MODULES) COLOR

MAGNETIC 
ATTRACTION

**Dimensions voor Lithoss Circum

Ø88,5

6.5

Hole dia 68mm

OR

Box with screws
*Square boxes not compatible with 
Circum

*Follow same assembly steps in case of Circum frame
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Multiple devices can be installed on one DALI Line to control one or more DALI Groups.
The DALI signal should be wired onto the ribbon cable DA+ and DA-. The connection is
non polar. Note that the DALI standard in non SELV. Control cable must be installed in
accordance with the requirements of low voltage installations.
Please refer to wiring diagram before installing.

Power Supply

Protection IP20

DALI Connection

DALI Mode

powered by separate DALI PSU

max 300m cable with 1.5mm²

DT8-TC

Operation Current 5mA
Technical specifications

Wiring diagram



Functions

Safety

Technical instructions and information

Standards

DALI group settings

Adjustable Fade Time

Set Minimum Dimming Level

Press OFF1 for 10 seconds to set the minimum level. It will stay in this mode
for either 10 seconds from the last long press and until the next short press up.
Press ON1 until minimum level is achieved and release.
This brightness level will be the new minimum.

DALI group number may be set manually using
group selector (rotary Hex switch) on the module.

When Mode switch on module is ON;
1st Button Set will control DALI group as shown
on group selector, 2nd Button Set will control
DALI group+1.

When Mode switch on module is OFF;
1st Button Set will be DALI Broadcast,
2nd Button Set will control DALI group
as shown on group selector.

As a default, the Fade Time is set as 0.7
seconds for dimming up/down & colour
changing as you hold any switch to dim.
If you need to change the default Fade
Time to a di�erent value, follow the below
procedure.

• To set the Fade Time, the DIP Switch
(S1) should be switched to the
opposite setting and switched back
within 1.5 seconds.

• The Green LED will then start to flash
during which time the Group selector
(Hex switch) can be set.

• When the flashing stops the current
value of the Hex switch is committed
to memory.

• Value 0 is no fade, value F is the
highest Fade Time (see below).

DALI: IEC 62386-101, IEC 62386-102, IEC 62386-209, IEC 62386-207
EMC Emission: EN 55015, EN61000-3-2, EN61000-3-3, EN60669-2-1
EMC Immunity: EN 61547
Safety: EN 61347-2-11, EN61347-1
Environment: Complies with WEEE and RoHS directives
Conformity: CE, UKCA

Broadcast

Group
control

MODE
SWITCH

GROUP
SELECTOR

Turn to
choose
group
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• Installation should only be carried out by a qualified person in accordance with the current electrical wiring regulations.
• Ensure protection against electric shock by an appropriate enclosure.
• Before commencing with installation turn o� and isolate the electrical supply.
• There are no user serviceable parts, attempting to service any part of the product will void the warranty.
• As the installer it is your responsibility to ensure you comply to all relevant building and safety codes.

 Refer to application standards for the relevant ruled.
• DALI is not SELV and such should be treated as LV (Mains Voltage).
• Attend regulations regarding electrical installations of national authorities.
• The voltage drop on the DALI line shall not exceed 2V.
• Individual DALI circuits must not exceed 250mA (depends on the DALI power supply used).
• The DALI line must not be connected to the mains or other extra low voltage systems. Wiring topology of the DALI line: Line, Tree or Star.
• When the installation is complete, give this manual to the building maintenance team for future reference.
• Units need to be installed in a dry back box. Avoid installation near wet locations. Only intended for internal use.
• Do not exceed the rating of the device.
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Operation:

Click Button 1: switch ON (1st DALI Group)
Click Button 3: switch OFF
Press and hold Button 1: dim up
Press and hold Button 3: dim down

Double press Button 1: enter colour temperature mode
Press Button 1 or 3: adjust colour temperature

After five seconds the switch will return to on/
o� and dim mode. A Green LED near the
group selector will illuminate when the unit is
in Colour Mode.

Same operating principle for Button Set 2.

• Delivers superior dimming and colour control to up to 60 DALI luminaires.
• This rotary module controls double channel DALI and DALI Type 8 two channel drivers - warm white and cool white.
• Power supplied by DALI Bus, you can install multiple DALI Switches.
• Rotary modules controlling the same group are synchronized automatically.
• Double rotary module controls up to 2 DALI Groups. When using with double rotaries, 

 DALI group for Button set 1 is set by the DALI group selector (Hex switch), the second set automatically takes the next DALI group.
• The unit provides 3 indicator LEDs and a Hex Switch (Group addressing) and a DIP switch (selecting Group or Broadcast option).
• Green LED indicate when configuration of the unit triggered (such as mode select, fade time etc).
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